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OUR MISSION
To provide quality, creative visual solutions to corporate establishments,

both nationally and internationally.

GLOSSARY



DISCOVER ǀ CREATE ǀ IMPLEMENT

ISCOVER is     
 the first step in this   

  process. We begin by 
scheduling a face-to-face 
consultation where we 
establish your budget, a 
cohesive design direction, and 
suitable products for your 
project. In addition, we may 
also conduct an on-site survey.

Afterwards, we prepare an 
accurate budget and quote
for your approval before 
moving forward.
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MPLEMENT  is the last  
  step of our process where your    

  vision comes to life! Approved designs 
are fabricated, produced, and prepared for 
installation on site. Before final placement, all 
products are carefully reviewed by quality 
control before being safely packaged for 
transport. Lastly, our experienced installation 
team ensures that your graphic package is 
completed to your satisfaction.

 REATE is the next step in our process, where we will    
 provide you with the initial design proposals for your project.    

  After reviewing, you will have the opportunity to request any 
revisions before the design is finalized. Once a design is approved, we 
then move to the implementation phase.
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Eye 4 Group was contacted by Strategic Capital 
Partners, the owner of one of Indianapolis’s most 
established business parks to bid the Parkwood 
Crossing re-brand. Our project managers 
conducted hours of surveys and data collection. 
The goal was to keep the existing concrete sign 
foundations and bring them back using a 
combination of wood, lit acrylic, and aluminum.

CASE STUDY ǀ  PARKWOOD CROSSING
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After collaborating with CSO architects and 
Strategic Capital Partners, Eye 4 Group was 
awarded the bid based on our creative approach 
to rehab the existing sign structures. Our design 
team worked hand in hand with CSO and the city 
of Carmel to fulfill the customer’s requests as well 
as maintain the city’s requirements. The package 
ranged from 35’ tall monuments to custom ADA.

Once artwork approved, the production and 
installation was initiated and coordinated. It was 
pertinent that deadlines were established early for 
a the amount of signs and different styles this 
package contained. Fabrication and installation 
occurred in phases by sign type to efficiently and 
effectively complete the sign package. After 
several months the re-brand came to life!
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Refurnished monument sign. Internally lit custom push through acrylic monument sign with aluminum long 
board accents and dimensional FCO letters.

Dye sublimation tension banner 
with portable aluminum stand.

Privacy etched window film with reverse 
cut logo.

Internally lit custom push through acrylic building ID sign with 
aluminum long board accents and lit changeable tenant 
names.

Digital print graphics applied to .080” aluminum. Mounted to ceiling with angle 
mount bracket.

Digital print graphic applied to .080” 
aluminum. Mounted to 3” post with 
nuts and bolts.

Plotted etched window film applied to exterior glass.

Interior acrylic room ID sign – 1/16” raised 
acrylic copy applied to two layers of  ¼” 
painted acrylic panel mounted with stand offs.
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CASE STUDY ǀ CARBONITE INDY OFFICE

Carbonite contacted Eye 4 Group for a creative 
graphics package for their new interior office. We 
were referred by our partners at Parallel Design 
Group (PDG) who had worked on the interior 
decorating of Carbonite’s new location. Our 
creative team met with Carbonite’s marketing 
team to discuss current brand standards and how 
to implement them internally in inspiring ways.

A site survey was conducted where areas in need 
of graphics were inspected. Carbonite provided 
brainstorming inspiration for each area in question 
as well as labeled site maps that effectively 
communicated their vision. From there, Eye 4 
Group created multiple detailed design options 
for each area accompanied with renderings of the 
artwork in the actual office space.

Upon artwork approval, a window graphic test 
print was produced to help communicate a unique 
printing technique we proposed to implement on 
a new product for this project. Our installation was 
coordinated with construction and completed the 
graphics package within a days work. All graphics 
were installed before Carbonite’s open house 
deadline.

192”

108”

192”x108” Wall Wrap

Re-purposed
customer provided
dimensional logo.
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Digital print etched window film 
applied to glass.

Plotted etched window film applied 
to glass.

Plotted etched window film 
applied to glass.

Digital print etched window film 
applied to glass.

Reception Desk Dimensional Logo 
3/8” Anodized bronze aluminum  FCO logo mounted with ½” spacers.

Matte digital print graphics applied to 3mm foam board. Mounted to wall 
with French cleat. 

Digital print etched window film applied to glass.

Elevator Lobby Wall Display - Re-purposed dimensional logo mounted over 
matte digital print vinyl wall wrap.



MONUMENTS & BUILDING SIGNS
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Shown above: Custom painted FCO acrylic 
lettering. Mounted to LED lit cabinet backer with 
studs and spacers.

Shown above: Digital print perforated vinyl 
applied to LED face lit channel letter logo.

Shown above: Custom painted LED reverse lit 
channel letter logo with 2”spacers 

Shown below: Custom LED edge lit sign 
cabinet with push through acrylic logo and 
applied translucent graphics.

Shown above: Custom channel letters with 
translucent “O” graphic. Mounted to building 
with studs and spacers.

Shown below: Custom fabricated sign 
cabinet with push through acrylic copy and 5” 
reverse lit channel letter logo.
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Shown below: Digital print sign panel with digital 
print graphic applied to face of acrylic FCO logo. 
Mounted to brick structure with custom brackets 
painted orange.

Shown left:  Red vinyl graphic applied to black 
LED face lit channel letters. 

Shown left: Custom sign cabinet with digital 
print vinyl applied to LED lit push through 
acrylic logo and address.

Shown above: Digital print graphic on black 
6mm ACM. Mounted to building with custom 
fabricated arm bracket and hanging hardware. 
Digital print window film applied to glass.

Shown above: Digital print graphic applied 
to black FCO acrylic logo. Mounted to 
building awning with studs and spacers.

Shown above: Digital print translucent 
graphics applied to LED face lit channel 
letters.



INTERIOR LOGOS & DISPLAYS
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Shown below: Second surface direct print 
background image on 3/16” polycarb. Applied 
vinyl logo to panel face. Mounted to wall with ¾” 
x 1” aluminum standoffs.

Shown below: Brushed aluminum logo applied to 
clear acrylic backer. Mounted to reception wall.

Shown below: Custom painted FCO acrylic logo. 
Mounted to wall with high bond adhesive.

Shown above: Custom fabricated channel 
letter with translucent globe accent and LED 
halo-lit horseshoe “U.” Mounted to wall with 
studs and spacers.

Shown below: Custom painting FCO acrylic logo. 
Applied to backer panel and mounted to office 
wall with high bond adhesive.
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Shown above: FCO brushed aluminum logo with gloss aluminum accent. Mounted to wall with 
studs and spacers.

Shown above: Custom fabricated 2” PVC honey 
comb pattern mounted to the ceiling, wall and 
floor with decorative cable system. 

Shown above: Custom LED lit acrylic rods with 
green up lighting. 

Shown above: Matt digital print graphic 
applied to ¼” black acrylic logo. Applied to 
3/16” clear polycarb mounted to wall with 1” 
black stand offs.

Shown above: Custom painted ½” acrylic 
shapes mounted to floor and ceiling with 
decorative cable system. 
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WALL MURALS & WRAPS

Shown above: Flat cut out (FCO) aluminum logo. 
Applied to wall with high bond adhesive.

Shown above: Matte digital print vinyl, plotted, 
and applied to wall.

Shown above: Matte digital print vinyl lettering, 
plotted, and applied to wall.

Shown below: Matte digital print vinyl. 
Applied to wall.

Shown above: Direct digital print photos and 
colors applied to ¼”, ½”, ¾” and 1” acrylic. 
Mounted to wall with high bond adhesive.



pg. 12

Shown above: Plotted matte black vinyl applied 
to wall.

Shown above: Matte digital print vinyl, plotted, 
and applied to wall.

Shown below: Direct digitally printed images on ¼” acrylic circle applied to ¼” gray acrylic 
directional graphic. Mounted to wall with high bond adhesive.
Matte digital print/plot vinyl lettering.

Shown above: Matte digital print vinyl wall wrap.

Shown below: Matte digital print vinyl wall 
wrap.
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WINDOW TREATMENTS

Shown below: Gloss digital print window film 
with UV protective laminate, plotted, and applied 
to window exterior.

Shown below: Digital print perforated window 
film, plotted, and applied to door window.

Shown below: Plotted etched window film 
applied to window.

Shown below: Digital print perforated window 
film applied to glass exterior.

 Shown above: Gloss digital print 
non-transparent window film with UV 
protective laminate applied to window 
exterior.



GROUND SIGNS & DIRECTIONALS
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Shown below: Digital print graphic applied 
to 6mm ACM. Angle mount between Qty 2 - 
3” black round aluminum post.

Shown left:
Digital print graphic 
applied to 6mm 
ACM. Mounted to 
Qty 2 - gray 
u-channel posts with 
nuts and bolts.

Shown above:
Digital print graphic 
applied to 3mm 
aluminum composite 
material (ACM). 
Mounted to Qty 2 - 3” 
post painted gray with 
screws and white 
caps.

Shown below:
Digital print street blade 
graphic and high 
intensity prismatic stop 
sign graphic applied to 
.080”aluminum. 
Mounted with standard 
street arm.

Shown left:
Digital print graphic 
applied to .080” 
aluminum. Mounted 
to 3” black square 
aluminum post with 
screws and black 
screw cap.

Shown above: Digital print graphic applied to 
6mm black ACM. Mounted to 2’x 4’ wood 
cross bars and 4”x 4” posts. Finished with 
Sherwin Williams Hawthorne cedar stain.
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ADA & WAYFINDING

Shown above: Matte digital print wall wrap.
Raised white acrylic lettering on ¼” black acrylic 
sign.

Shown above:
Plotted etched window film applied to window.

Shown below: 1/8” white acrylic lettering 
with grade 2 on ¼” gray acrylic backer with 
teal and turquoise acrylic accents.

Shown below: 1/8” white acrylic pictographs 
and lettering with grade 2 braille on digital 
print ¼” clear acrylic backer.Shown left:

1/8” gray acrylic 
pictographs and 
lettering with grade 
2 on digital print ¼” 
white acrylic backer.

Shown left:
1/8” orange acrylic 
lettering on ¼” 
brushed aluminum 
backer.



www.eye4group.com/request-a-quote/

BRILLIANT IDEAS
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