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OUR MISSION
To provide quality, creative visual solutions to multi-tenant 

management in Indiana and the surrounding states.

GLOSSARY



DISCOVER ǀ CREATE ǀ IMPLEMENT
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ISCOVER is     
 the first step in this   

  process. We begin by 
scheduling a face-to-face 
consultation where we 
establish your budget, a 
cohesive design direction, and 
suitable products for your 
project. In addition, we may 
also conduct an on-site survey.

Afterwards, we prepare an 
accurate budget and quote
for your approval before 
moving forward.
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MPLEMENT  is the last  
  step of our process where your    

  vision comes to life! Approved designs 
are fabricated, produced, and prepared for 
installation on site. Before final placement, all 
products are carefully reviewed by quality 
control before being safely packaged for 
transport. Lastly, our experienced installation 
team ensures that your graphic package is 
completed to your satisfaction.

 REATE is the next step in our process, where we will    
 provide you with the initial design proposals for your project.    

  After reviewing, you will have the opportunity to request any 
revisions before the design is finalized. Once a design is approved, we 
then move to the implementation phase.

ISCOVER is     
 the first step in this   

  process. We begin by 
scheduling a face-to-face 
consultation where we 
establish your budget, a 
cohesive design direction, and 
suitable products for your 
project. In addition, we may 
also conduct an on-site survey.

Afterwards, we prepare an 
accurate budget and quote
for your approval before 
moving forward.



CASE STUDY ǀ  THE MASTERS APARTMENTS

pg. 3

BEFORE AFTER

Sheehan Property Management, Inc. contacted us 
for a property re-brand. An Eye 4 Group sales 
representative met with The Masters Apartments 
property manager on site for a full survey. During 
this time, changes to the current brand and signs 
were discussed and exact sign locations and 
quantities were established. After the site survey, 
Eye 4 Group reached out to the local municipality 
to determine permitting regulations for signs.

The create phase started with monument sign 
concepts. Once the monument sign design was 
finalized, the logo was created. Brand standards 
were additionally established to insure the logo 
and look of The Masters Apartments was not only 
consistent through the sign package, but also 
throughout any other marketing material needed. 
Lastly, the final branding was implemented 
throughout the rest of the property signs.

Permitting was submitted for the lit monument 
signs. Eye 4 Group’s install team removed, hauled, 
and disposed of all the old property signs. The 
install team also coordinated the installation of 
building signs with contracted painters. All signs 
were installed in waves in accordance with specific 
product production turn times.
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BEFORE

AFTER

BEFORE

AFTER

BEFORE

AFTER

Original address building signs were 
constructed from wood and began to 
deteriorate. New sign were fabricated out of 
aluminum for improved durability. Branded 
signs and logo Pantone colors were 
coordinated with new building paint color 
palette.

The client identified the desire for a LED lit 
replacement monument sign. The original signs 
and fabricated brackets were removed. To 
accommodate budget restrictions, the sign was 
retro fit between existing brick columns.

Similar to the building signs, the street signs and 
posts were produced from wood and began to 
deteriorate. New street blade signs and posts 
were created out of aluminum. Instead of having 
separate stop signs, street blades and stop signs 
were combined on one post. Street blade signs 
were also condensed to one double-sided panel.
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CASE STUDY ǀ QUARRY AT RIVER NORTH

The director of marketing with Gene B. Glick 
Company, Inc contacted Eye 4 Group to help 
create a seamless brand and sign package for 
Quarry at River North. Eye 4 Group sales and 
design representatives met with Q7 and Glick’s 
marketing team to successfully collaborate our 
brand and sign package approach as a 
compliment to Q7 & Associates’ and Corporate 
Fine Arts Groups’ interior design and decor.

Working off of Q7’s discovery board and a full set 
architectural plans, Eye 4 group created a sign 
package that managed to hit both budget and the 
unique, custom look Glick’s marketing team was 
looking for. With several options to choose from, 
Glick approved a sign package that included both 
metallic gold and glass finishes. Eye 4 Group 
worked directly with Glick construction team to 
insure all deadlines were meet. 

Eye 4 Group submitted all sign permits for 
approval. Once approved, permitted signs were 
put into production. As the building’s interior 
neared completion, Eye 4 Group’s installation 
team harmoniously installed way finding, unit 
signs and interior ADA signs. Maintaining 
continuous communication with Glick’s marketing 
and construction teams was essential in avoiding 
delays and meeting our completion date.
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Exterior building sign mounted to case concrete exterior
building. 5” reverse LED lit letters and logo. 

Exterior awning mounted building sign. 5” deep
fabricated reverse LED lit channel letters with custom
painted gold splash plate.

Matte digital print graphic applied to ¼” acrylic. Mounted
to wall with Qty 6 - .75”x1” aluminum stand offs. Digital print exterior perforated window vinyl wrap with

oversized door  logo and leasing information. Graphics
protected with UV lamination.

½” acrylic FCO interior wall logo painted to match brand
PMS color.

Digital print Pool Rules sign on 6mil black ACM mounted to
aluminum fence with VCB high bond tape.

¼” acrylic Interior ADA interior sign with first surface raised
print and raised metallic copy.

Digital print Parking Sign applied to .080” aluminum sign
panel mounted to 3”x3” powdered coated alum. post

¼” acrylic interior ADA unit sign with raised metallic
numbers, braille mounted to custom textured glass backer.  



MONUMENTS
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Shown above: Custom LED lit sign cabinet with 
translucent digital print graphics applied to push 
through acrylic logo.

Shown above: Dimensional black FCO acrylic 
logo applied to custom cut faux wood backer and 
black sign cabinet. Mounted to constructed brick 
and stone base with light. 

Shown above: Custom painted cabinet sign with 
dimensional logo on faux stone base.

Shown below: Digital print sign panel with 
digital print graphic applied to face of acrylic 
FCO logo. Mounted to brick structure with 
custom brackets painted orange.

Shown below: Custom sign cabinet with 
digital print vinyl applied to LED lit push 
through acrylic logo and address.

Shown above: Digital print graphic applied 
to 6mm aluminum. Mounted to existing wood 
posts.
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Shown below: Digital print graphic applied to 
custom routed 6mm ACM. Mounted to existing 
brick structure with 1” black standoffs.

Shown below: Digital print graphic applied to 
aluminum custom-routed sign cabinet. Mounted 
to custom-masoned brick and cement slab. 

Shown below: Dimensional halo lit “Timbers” 
and digital print graphics applied to lit push 
through acrylic “apartments” lettering mounted 
to digital print graphic on custom sign cabinet.

Shown below: Digital print graphic applied to 
3mm ACM. Mounted to custom black aluminum 
bracket with screws and screw caps. Sign frame 
drilled to existing brick monument structure.

Shown above: Custom sign cabinet with 
acrylic lettering. Logo mounted with studs 
and spacers. Monument sign mounted to 
concrete slab.

Shown above: Inset digital print graphic 
applied to 3mm aluminum. Mounted to 2” 
crossbars painted gray with screws and screw 
caps with custom fabricated aluminum posts.



PROPERTY SIGNS
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Shown below: Digital print graphic applied 
to aluminum composite material (ACM). 
Mounted to brick wall with screws and black 
screw caps.

Shown below: Digital print graphic applied 
to 3mm foamcore with grommets.
Mounted to chain link fence with zip ties.

Shown above:
Dye sublimation 9oz. 
mesh banner with 
siding hemming and 
grommets.
Mounted to flag pole.

Shown below:
Digital print graphic 
applied to .080” 
aluminum panel with 
black standard street 
arm and high intensity 
prismatic reflective stop 
sign.
Mounted to 3”x 3” 
square aluminum post 
painted black.

Shown left:
Hours Slider Panel:
Digital print graphic 
applied to 3mm 
ACM. Mounted to 
backer panel with 
number track.
Backer Panel:
Digital print graphic 
applied to custom 
routed 3mm ACM. 
Mounted to siding 
with 3/4”x 1” 
aluminum standoffs.

Shown above: Digital print graphic applied to 
3mm ACM.
Mounted to wall screws and screw caps.
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Shown below: Hours Slider Panels: digital 
print graphics applied to 3mm ACM. 
Mounted to backer panel with number track.
Backer Panel: Digital print graphic applied to 
3mm ACM. Mounted to siding with standoffs.

Shown below: Digital print graphic applied 
to .220” acrylic. Mounted to siding with VHB 
tape.

Shown below: 1/2” acrylic logo mounted to 
custom fabricated sign cabinet with digital 
print graphic.

Shown left:
Digital print graphics 
applied to .080” 
aluminum. Mounted to 
3”x 3” aluminum post 
painted black with 
screws.

Shown above:
Digital print graphic 
applied to 6mm 
ACM.
Mounted to 3”x 3” 
black aluminum 
posts with screws 
and black screws 
caps.

Shown left:
Digital print graphic 
applied to custom 
routed 3mm ACM. 
Mounted to 3”x 3” 
aluminum post 
painted white with 
screws.
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BUILDING SIGNS

Shown above: Custom fabricated awning sign 
with LED uplighting in base.

Shown above: Black halo lit channel letters. 
Mounted with studs and spacers.

Shown above: Custom channel letters with 
translucent “O” graphic. Mounted to building 
with studs and spacers.

Shown below: Custom fabricated LED lit sign 
cabinet with face lit channel letterts & push 
through acrylic lettering. Flag mounted to 
building. 

Shown above: Digital print graphic on black 6mm 
ACM. Mounted to building with custom 
fabricated arm bracket and hanging hardware.



INTERIOR LOGOS & DISPLAYS
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Shown below: Custom painted dimensional flat 
cut out (FCO) acrylic logo.

Shown below: Matte digital print photograph 
applied to 6mm foamcore. Mounted to wall with 
1” black standoffs. 5”D custom acrylic numbers 
with faces painted white and black returns.

Shown below: Custom painted dimensional FCO 
acrylic logo.

Shown above: Second surface direct print 
background image on 3/16” polycarb. 
Applied vinyl logo to panel face. Mounted to 
wall with 3/4”x1” aluminum standoffs.

Shown above: Second surface direct print 
3/16” polycarb. Mounted to wall with 3/4”x1” 
aluminum standoffs.

Shown below: Second surface direct print 3/16” 
polycarb. Mounted to wall with 3/4”x1” aluminum 
standoffs. Faux grass applied directly to wall 
behind sign panel.
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WINDOW TREATMENTS

Shown below: Digital print etched window film, 
plotted, and applied to window exterior.

Shown below: Digital print window film, plotted, 
and applied to window exterior.

Shown below: Digital print perforated window 
film applied to window exterior.

Shown above & below: Digital print window 
film, plotted, and applied to window exterior.

Shown below: Digital print perforated window 
film applied to window.



MURALS & WRAPS
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Shown below: Gloss digital print wall wrap.

Shown above: Pantone digital print vinyl, 
plotted, and applied to wall.

Shown above: Pantone digital print vinyl, 
plotted, and applied to wall.Shown above: Matte digital print wall wrap.

Shown above: Matte digital print bus wrap with 
UV lamination. Digital print perforated window 
film.
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ADA & WAYFINDING

Shown above: Raised acrylic lettering and 
pictographs, Grade 2 raised braille and digital 
print graphic on blue acrylic with brushed 
aluminum backer.

Shown above: Raised acrylic lettering and grade 
2 braille on teal acrylic with digital print and 
plotted graphic applied to 3mm brushed 
aluminum backer panel. Mounted to wall with 
VHB tape.

Shown below: Sign Panel: Raised acrylic 
lettering on black acrylic with digital print.
Wall wrap: Matte digital print wall wrap.

Shown below: Raised acrylic lettering and 
pictographs on gray acrylic. Mounted to 
ceiling with angle bracket. 

Shown left:
Gray raised acrylic 
lettering and 
pictographs, Grade 2 
raised braille and 
second surface 
digital print graphic 
on clear acrylic.

Shown left:
Digital print vinyl, 
plotted, and applied 
to 3mm brushed 
aluminum sign panel. 
Mounted to wall with 
VHB tape.



www.eye4group.com/request-a-quote/

BRILLIANT IDEAS
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